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DWG.NO. This drawing is applicable with following type . 40012 : Model
HW138207/1 Tios o 11Ut i) iy, 6 dia.o”" (depth:10) (2holes) T(gppf;i 1r1w)ol(e4hM? |iten MOTOMAN-SIAI0D,STATOF
- - : —t— ; eptn- €S Configuration Vertically Articulated
Base Arm YR-STAQ10D—-ATT [Drip proof specificastion with water proof flange.-DXI00
T , | [ YR=SIAOT0F ATt [Drip proof specificastion with water proof flange.FSI0 5 Degree of Freedon 7 axes
Internal user 170 wiring harness: z Payload 10kg
0.11mm2, 12“%98 i < Repetitive Positioning Accuracy?! £0.Tmm
2 — 5 S-axis -180° - +180°
3 O
7 . o R — . N o
2 (ST 1 Connectors for internal user 170 wiring harness: I 2 L—axis —110" - +710°
] % 51216-0800,51216-0700 0 Range | E-axis —170° - 4170
P— Prepare: 51227-0800,51227-0700 *MOLEXx S WO o -
5 §S1—2 240 N . Eiﬁili BT
wa \ IR Vi T-axi -180° - +180°
. — : jew B(SCALE 1/3) azis
Connectors for internal user 170 wiring harness Connector Details == W S-axis 2.97rad/s (170°/s)
(Pin_Details) — L -axis 2.97rad/s (170°/s)
Red (AIR-1) . | E-axis 2.97rad/s (170°/s)
Connectors for internal user 170 wiring harness: Blue (AIR-2) Maxinum U-axis 597rad/s (170°/5)
LF10WBRB-12P (Pin_connector) , Speed o= i || 3.49rad/s (200/9)
P . AII’ TUbe (2 tUbeS)\\ B_ B 3 49 d/ (200"/ )
repare socket connector: Oitside dia 4 Inside dia.’ 2.5mm) axis 49rad/s (2007/s
LF10WBP-12S*HIROSE* vtsige aid..4mm Inside aia.. 2omm B T-axis__|| 6.98rad/s (400°/s)
. . . R-axi 31.4N+m (3.2kgf *m)
Air Inlet (2 inlets) : 720 ¢ Alowad] B-Sili 31.4N+m (3 2k3f.m>
Moment - -
/ thliped hole F|>T3/ 8 , oot == M T axis || 19.6Nm (2.0kgf «m)
With g pipe plug Ppoint | PO 73 73 1 Nowcble | R-axis 1.0kgm?
= maximum_envelope S - > Inezrtio B-axis 1.0kg * m?
~ L\ B-ads [ | [[]) 6)"/4) [T-qxis 0.4kg -2
Mass 60kg
0 /p% P-point Tenperature 0-40 C°
= < s Humidity 20-80%RH
o . at constant temperature
© Ambient - >
<f3 84 5 \, 80.5 ™ Conditions [fbration accelerationf| 4.9m/s® (0.50) or_less
% P : —] | : +free fron corrosive gas or liquid,
N % (\CO Others or explosive qas
° Ayl free fron exposure to wateroilor dust
- Q—q/ U-axis frog fron exjctggsive dectrical mise (plosnal
View C(SCALE 1/3) o Pover  |DX100 1.5 KVA
Capacity |FS100 1.0 kVA
N 8 dio.+8‘015h(§|20|68) \J Q SI units are used in this table.
*Q % ? 8 — However, gravitational unit is used in ().
T 67,520.02 E% S 100 | 05 ™ «1: Conformed to 1509283
L0 2 = /
. . Q) 2
> 14_dia. hole N 60 ( The drip-proof specification has a hole on its wrist
O (4holes) O L—axis flange to pass cables as with the standard
i — m © specification.When mounting equipment such as
#ﬂ © attachment, perform drip-proof treatment on the
To) ' fl face.
Ol | o ' TI?SQSP’(Siz;a?Cvfuterproof wrist flange is available.
s 8 | O C)‘ <NOTE> The comnectors for internal user 170 wiring
N - i ! - | . O harness are not drip-proofed; depending on the
n o o . ambient conditions, perform drip-proof treatment
a5 135 / 135 S—axis O’)‘ after connecting ch wiring harpnepss. (E.g., treating
N CO\I {2%p.02 C 204 dig. the connections with water-proof tape, or connecting
o) P _> - the wiring harness inside the drip-proof box.)
3197.5 97.5 / |
L0 74 H !
| (34) 225 5 m
>~
N
o (264) / _
*2: Tolerance shall be applied . A
pp View A FOR STUDY PURPOSE ONLY

Note:
1.All rights reserved.

2. Please note that the data is subject to be
deleted without advance notice.

3. No warranty is given in relation to the data
including the specification.

4. We are not responsible for any damages
or loss caused by the use of the data.
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