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Connectors for internal user 170 wiring harness

(Pin Details)

ViewC (SCALE1: 4

[70 wiring harness (depth:10mm) (4holes) Modelll voToMAN-SIASD SIASE
S1:51216-0800 (equally-spaced) [tem =~ , ’
(Prepare: ok 82 D Conflgquotlgn Articulated
$1:51227-0800 egree of Treecon 7
Payload 5kg
*MOLEX*) — x
— o Repeitive Positioning Accuracy +0.06mm
Connector o S—axis || -180° - +180°
== ! L-axis || -110° - +110°
< 2 Range [E-axis |[ 170" - +170°
. of U-axis -90° - +115°
§>\ 5 Motion Fé-oxis -180° - +180°
~— —axis -110° - +110°
AIR-1(Red) ,AIR-2 (Blue) Range where the T—axis T —180- = +180°
; dimension (depth:10mm) (2holes) S-axis _|[3.49rad/s (200° /s)
?651;?;6(2;?:63[“ 80 dia. Ypgis Gvoilobole (diagonal) s 115.49ra0/5 200" /o)
Inside dia.:2.5mm) ViewA (SCALE1: 4) Mo F-axis |l 3.49rad/s (200" /s)
QMU )~ gy is ][ 3.49rad/s (200° /s)
_ x2: Each flange has a cable through hole. | [ Speed [R=qxis || 3.49rad’s (200° /s)
A ) When mounting equipment such as an B-axis || 4.01rad/s (230° /s)
1 T-Axis attachment, ensure that no foreign T-axis || 6.1rad/s (350° /s)
+ objects including liquid, oil, or dust go Mowable R-axis || 14.7N+m (15kgf-m)
into the hole. B-axis || 14.7N+m (15kgf-m
2 R T T
o E-Axis . SShUICLL AL
g - + *3: When 80 dia. part is used, pay lAIIovg[que E:GX!S 0‘45kg°m2
attention to the screw & plug for T-axis ngz'%) axIs 0.45kg - m
. T-axis 0.11kg - n?
grease replenishment. VoSS 30kq
N Temperature 0 - 407
18 dia8®hole 11+0.02 Humidity tzot_tBtO%RT
0| (2holes) pnbient [ LG C::S 029 jmpeug%g)re
| 10dia.hole Londitiongrre oS TS S
M| T 9 *Free from corrosive gas or liquid,
(4holes) o or explosive gas
= . ™ Others Free from exposure to wateroilor dust
g ° LO- "V Free fron excessive ekctrical naise (posna)
- | ol © r— —t Power Capacity 1.OKVA
? NS = B N A 11 Conformed to 1509283
= N \Q\ I(‘YO) 21 uni?(r; Oc;,rmee useod in this table.
. . However, gravitational unit is used in ().
S 17.5 30 This drawing is applicable with following type
Lo Li 52.5+0.02 Type Note
~ 97 5 46 YR-SIA005D-A00 _|Standard: DXI00
o YR=SIAO05F-A00_|Standard-FST00
Connectors for internal user 170 wiring harness:. (28.7) | _173.5 6
LF10WBRB-12P (Pin Connector) (2 connectors) (214)
Prepare socket connector :LF10WBP-12S *HIROSEX
ViewB

Air inlet (2 inlets) :

Tapped hole PT3/8
with a pipe plug
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3. No warranty is given in relation to the data
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or loss caused by the use of the data
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